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@) A smart card adapted for a plurality of service providers and for remote installation of same. 
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@ A smartcard that allows different Service Pro- 
viders to coexist on the smartcard with none of 
the Service Providers, nor the owner of the 
smartcard, having access to the files created 
for, or by, each of the resident Service Provid- 
ers. The operating system of the smartcard 
includes a root directory that is owned by the 
smartcard's issuer/owner, and each Service 
Provider is a "user" that is installed by the 
issuer/owner. Each such user is provided with a 
subdirectory of the root directory, and within 
the subdirectory the user creates files and sub- 
directories with files, as the user deems neces- 
sary. The operating system prevents all users of 
the smartcard, including the smartcard's is- 
suer/owner and the smartcard's holder, from 
accessing any files that are owned by any other 
user, when that user chooses to prevent such 
access. This power to exclude is effected 
through a password file that is owned by the 
user and which cannot be altered by any other 
user, including the smartcard's issuer/owner. 
Optionally, the smartcard's issuer/owner is 
given the power to erase all files of a given user. 
Connection is effected with a protocol which 
authenticates all parties to the connection. 
Thus, in a connection between the smartcard 
and a user, the smartcard determines whether 
the user should be granted access, and the user 
determines whether the smartcard is a valid 
smartcard. Authentication of the possessor of 
the smartcard may also be effected. 
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Background of the Invention 

This invention relates to smartcards. 

Advances in microelectronics have made it pos- 
sible to put a vast amount of computing power in a 5 
small space. In fact, it is possible to effectively put an 
entire computer inside a credit card, creating thereby 
a "smartcard". Because of the tremendous process- 
ing and memory capabilities of the smartcard, it is ex- 
pected that smartcards will supplant conventional 10 
credit cards which, typically, serve to confirm the right 
of the card's holder to debit a given account. Smart- 
cards will provide a higher level of assurance that the 
smartcard possessor is the rightful Holder. This will 
solve a major problem of conventional credit cards. 15 
Moreover, smartcards will be more than an "authoriz- 
er" to debit (or credit) an account. For example, they 
will "carry" pre-approved credit. 

To aiiow smartcards to fuif iii their promise, Ser- 
vice Providers must feel secure that the computer 20 
within the smartcard cannot be employed for improp- 
er uses. A number of approaches have already been 
used for meeting this need. First, smartcards are pro- 
vided with a power port and a single information pass- 
through port. Second, the computer embedded in the 25 
smartcard operates under control of an operating sys- 
tem which insures that instructions sent to the com- 
puter do not carry out operations that are detrimental 
to the card's purpose and security guidelines; i.e., 
only instructions that read and alter permitted data 30 
areas are allowed. Third, the issuers of today's smart- 
cards insist on populating the card on the provider's 
premises and not through remote communication. 

The memory in smartcards is large enough to 
hold the programs and data of a number of service 35 
providers. That is, there is sufficient memory to allow, 
for example, VISA, AMERICAN EXPRESS, and MAS- 
TERCARD to coexist on a single smartcard. Alas, 
smartcards have yet to be developed that, in a com- 
mercial sense, have succeeded in carrying the ser- 40 
vices of more than one Service Provider. It is believed 
that the reasons for this state of affairs is a number 
of security problems have not been solved. One prob- 
lem, for example, arises in connection with who is the 
card's owner, and what powers does the owner have 45 
over all the files in the smartcard's memory. Stated in 
commercial terms, the question is to what extent does 
the owner of a smartcard (who may also be a Service 
Provider) have powers over the smartcard that are in- 
consistent with the security that other Service Provid- so 
ers seek. This is a trust issue. 

A second issue relates to remote provisioning. 
Particularly, it is undesirable to require the smartcard 
holder to have a service installed only by brining the 
card to the provider. It is also undesirable to require 55 
surrender of the smartcard when one of the services 
on the smartcard is to be canceled. Rather, it is desir- 
able and perhaps even essential for commercial suc- 
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cess, to allow remote provisioning. 

When the remote provisioning issue is solved, a 
third issue relates to the need to reuse space in the 
holder's smartcard as old services are canceled and 
new services are installed. 

A fourth issue relates to the commercial conflict 
between competitive services, and the desire by 
some providers to restrict access by their customers 
to competing services. 

Summary of the Invention 

The issues described above are resolved with an 
operating system that allows different Service Pro- 
viders to coexist on a smartcard with none of the Ser- 
vice Providers, nor the owner of the smartcard, hav- 
ing access to the files created for, or by, each of the 
resident Service Providers unless authorized in ad- 
vance. 

The operating system of the smartcard, some- 
what akin to the UNIX® (registered trademark of 
UNIX System Laboratories) operating system, in- 
cludes a root directory that is owned by the smart- 
card's issuer/owner, and each Service Provider is a 
"user" that is installed by the issuer/owner. Each such 
user is provided with a subdirectory of the root direc- 
tory and within the subdirectory the user creates files 
and subdirectories with files, as the user deems nec- 
essary. 

The operating system prevents all users of the 
smartcard, including the smartcard's issuer/owner 
and the smartcard's holder, from accessing any files 
that are owned by any other user, when that user 
chooses to prevent such access. This power to ex- 
clude is effected through a password file that is 
owned by the user and which cannot be altered by any 
other user, including the smartcard's issuer/owner. 
Optionally, the smartcard's issuer/owner is given the 
power to erase all files of a given user. 

The operating system also includes means for 
digital signature-supplemented communication as 
well as for completely encrypted communication. This 
capability imparts confidence in remote communica- 
tions, which permits remote provisioning, effective 
maintenance of a database that keeps track of all ser- 
vices contained in each smartcards, and re-provision- 
ing of a smartcard in case of loss or general failure of 
the smartcard. 

Brief Description of the Drawing 

FIG. 1 depicts a tree structure of the UNIX oper- 
ating system; 

FIG. 2 presents the tree structure of a smartcard 
operating system; 

FIG. 3 shows a log-in protocol between a smart- 
card and its issuer/owner; 
FIG. 4 illustrates a protocol involving a smart- 
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card, the issuer /owner and a Service Provider; 
FIG. 5 presents a protocol for a smartcard obtain- 
ing services from a Service Provider; 
FIG. 6 presents a protocol involving a smartcard, 
a Visitor user and a Service Provider; and 
FIG. 7 presents a protocol between a smartcard 
and a Visitor user, without connection to a Ser- 
vice Provider; 

FIG. 8 depicts an arrangement for remote provi- 
sioning of smartcards using the telecommunica- 
tion network; and 

FIG. 9 presents a flowchart of an operating sys- 
tem command for drawing upon a value stored in 
a service provider's file. 

Detailed Description 

A number of smartcard operating systems are al- 
ready known. One example is U.S. Patent 4,81 6,653, 
issued to Anderl et al on March 28, 1989. The oper- 
ating system described below has many similarities to 
that operating system and to the well known UNIX op- 
erating system. A brief description of some well known 
aspects of the UNIX operating system will help in un- 
derstanding the smartcard operating system dis- 
closed herein. 

The UNIX Operating System 

The UNIX operating system comprises a collec- 
tion of files. Some are files that primarily contain in- 
formation about related files, and they are called di- 
rectory files or directories. Others are files that con- 
tain user data, and they are "normal" files. Also in the 
UNIX operating system, a user can be the "owner" of 
the file, can belong to a specified "group" recognized 
by the file, or can belong to "other". Each file contains 
a data portion that specifies the file characteristics, 
such as ownership, information access capabilities 
relative to the three types of users, etc. The owner of 
the file can change all file characteristics. 

Architecturally, the first and primary file is a root 
directory file. The user who is the owner of this direc- 
tory is, in effect, the owner of the entire operating sys- 
tem. This user can create other files which are point- 
ed-to by the root. file. These files, which can be other 
"directory" files as well as "normal" files, are consid- 
ered to be "below" the root directory, in a tree-like 
structure. 

In many UNIX operating systems, one of the di- 
rectories below the root is named "etc.", and it has a 
file below it that is designated "passwd". The full ad- 
dress, or path name, of that file is "/etcVpasswd" (the 
file T at the beginning of the path name designates 
the root address). The "etc." and the "passwd" files 
are owned by the system administrator, typically 
called "Root", who is the also the owner of the root di- 
rectory. The "passwd" file contains an encrypted rep- 



resentation of Roofs password, and Roofs access to 
the operating system is allowed only after Root logs 
in by providing the password. The presented pass- 
word is encrypted and compared to the encrypted 
5 password stored in the "passwd" file. When the com- 
parison is favorable, the user is accepted and granted 
permission to access other files; i.e., the user is "log- 
ged in". 

Multi-user capability is provided by allowing Root 

10 to create a subdirectory below the root directory and 
to assign ownership of that subdirectory to another 
user. Root can then install a password for that user in 
the "passwd" file and allow the user to enter the sys- 
tem at that subdirectory file when that user presents 

15 his/her password. The user has the ability to modify 
his/her own password, but only through a command 
provided by the operating system. That password re- 
sides in the system only in encrypted form and only 
in the "passwd" file. This architecture is depicted in 

20 FIG. 1. 

The log-in process can be summarized as fol- 
lows. A computer operating under the UNIX operating 
system begins by executing a loop that scans the 
computer's input port. When connection by a user is 

25 detected, control is transferred from the loop to a pro- 
gram that begins interactions with the user. The pro- 
gram sends a "login:" message to the user and waits 
for the user's response. The user identifies him- 
self/herself, for example, by returning the string "htb" 

30 and that identifies the user to the operating system. 
The program then continues with the challenge mes- 
sage "Password:" and the user must supply a pass- 
word string. The program encrypts the password 
string and compares it to the encrypted password that 

35 is found in the 7etc./passwd" file for the identified 
user. When the match is positive it is determined that 
the user is bona fide, and control passes to a file 
owned by Root (typically named ".profile"). That file 
sets various parameters for the user and passes con- 

40 trol to another file that is owned by the user (typically 
also named ".profile", but this file is located in the di- 
rectory owned by that user). Whatever instructions 
are found in the user's ".profile" file are executed and 
the computer is placed in a loop, awaiting further in- 

45 structions from the user. 

Root is the owner of all files that comprise the op- 
erating system, as well as of the "passwd" file. There- 
fore, Root can modify any and all files and is, there- 
fore, a "super user". It is important to note that even 

so files that are not owned by Root are nevertheless 
subject to Roofs commands. Reason: Root has the 
power to change the "passwd"file as well as the files 
the control Roofs capabilities generally That capabil- 
ity gives Root the power to change the password itself 

55 and, therefore, Root can always make itself the owner 
of a file. Hence, it makes sense to let Root have all 
owner powers in the first instance. In short. Root has 
absolute control and total knowledge over all files in 

3 
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the system. 

Aside from being able to log in (by providing the 
correct password), users are granted the ability to 
read files, write into files, and execute files - i.e., pass 
program control to files. (Without the power to pass 5 
program control to a specified file nothing can be 
done, for executing a program is noting more than 
passing control to a file.) Since Root has access to all 
files in the system, it follows that Root can read, write, 
and execute all files. 10 

All system-provided instructions in the UNIX op- 
erating system are merely files that can be executed, 
and those files can be located in any directory — as 
long as the system knows where those files are 
found. As stated earlier, Root owns all those director- 15 
ies and those files. Since Root controls the read and 
execute permissions of all those directories and files, 
it follows that Root can restrict anyone (including it- 
seif, if that were desired) from executing any file, sim- 
ply by limiting the permissions of that file. That gives 20 
Root the power to create customized sets of files 
whose execution is blocked to particular groups of 
users. In other words, Root can create various re- 
stricted operating systems , or "restricted shells", that 
encompass less than all of the commands available 25 
on the system. 

The Smartcard Operating System 

The absolute power that Root has in the UNIX op- 30 
erating system makes it unsuitable for smartcards. 
While it is patently clear that providers such as VISA, 
MASTERCARD, and AMERICAN EXPRESS will not 
allow each other to be the Root, it is also quite likely 
that, absent demonstrably sufficient security means, 35 
they would not want anyone else to be the Root either. 
That is part of the problem that has been blocking the 
smartcard from enjoying the commercial success it 
deserves. 

FIG. 2 illustrates a structure that responds to this 40 
sensitivity of Service Providers. According to the 
structure of FIG. 2, Root owns the root directory and 
any number of files (directory files or normal files) 
that it wishes to create. For example, FIG. 2 includes 
a root directory file 1 0 and below it there are ".profile" 45 
file 11, "passwd" file 12, "log" file 17, "filex" file 13, 
"f iley" file 14, and "ID" file 18. A number of subdirec- 
tories are also found below root, with each being used 
as the "HOME" directory of a user (Service Provider). 
For example, FIG. 2 includes a directory file 15, so 
named "htb" (the smartcard's Holder), a directory file 
20 named "bankA", and a directory file 25 named "air- 
lineA". Each one of the directories includes a 
"passwd" file (16, 21, and 26, respectively) below the 
associated user's HOME directory, as well as a "pro- 55 
file" file. This placing of the password files has some 
advantages by it is not a requirement Importantly, 
ownership of each such password files is assigned to 
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the user associated with that file and the directory 
above it. It may also be advantageous to grant own- 
ership of directories 15, 20 and 25 to the respective 
users. 

FIG. 2 includes one additional important directo- 
ry (and a user). That is the "Visitor" directory 30, 
which is the entry point for non-Service Providers 
who wish to interact with the smartcard. 

The FIG. 2 file architecture is coupled to an op- 
erating system that differs from that of the UNIX op- 
erating system primarily in that the operating system 
of the FIG. 2 structure does not allow Root the ability 
to modify files that it does not own. To insure that this 
capability is not circumvented by Root, the operating 
system does not allow Root to modify some of the 
files that define the operating system (in a sense, 
Root does not own those files). One means for ach- 
ieving the latter result is to encase those non-Root- 
owned operating system files in a read-oniy memory 
(ROM). At the very least, the ROM contains the com- 
mands/modules/files that effect writing to a file. More 
specifically, the writing to a file is restricted to what- 
ever the owner of the file specifies (the owner of a f i le 
is, initially, the user that creates the file), and Root is 
treated as merely another user. Commands that ef- 
fect writing to a file are operating system commands 
that, for example, move files, copy files, save files, 
change file attributes (e.g., ownership), and rename 
files. Other items that may be installed in the ROM, 
or more typically in a "write once" memory (because 
they are unique to each smartcard), are the Root 
password and the smartcard's ID information (i.e., 
files 12 and 18) The ID information may be simply an 
arbitrary string, or it may include the Holder's name. 
Including the Holder's name is probably preferred by 
merchants who will get the ID information. Actually, 
both the Root password and the smartcard's ID can 
be encased in the file that establishes the Root direc- 
tory (i.e., in block 1 0). In FIG. 2 these are independent 
files, however, to more clearly illustrate the concepts. 

One file-writing power that is granted to Root in 
some embodiments is the power to delete any file in 
its entirely (and in the process, effectively deleting 
any file that the deleted file points to). This includes 
directory files and normal files and it applies to files 
that Root owns and to files that Root does not own. 
Such a capability may be given in embodiments 
where memory space is to be reused when a given 
Service Provider is no longer providing services to 
the smartcard's Holder. 

Another difference between the operating sys- 
tem of FIG. 2 and that of a standard UNIX operating 
system is that the former includes an encryption key 
pair that is installed in a file owned by Root (e.g., in 
"filex" 13), and that key pair is unique to each smart- 
card. The pair includes a private key, f, that is kept se- 
cret by the smartcard, and a public key, g, that the 
smartcard does not care to keep secret. Of course, 
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both keys are initially known to the smartcard's own- 
er/issuer, who is also the Root user (i.e., super user) 
of the smartcard, but Root need not keep the private 
key (and probably would choose to destroy that 
knowledge). This pair of keys can also be "burned 0 5 
into an appropriate memory, such as the memory 
containing Root's password, or included in the file 
that defines the root directory. More about public key 
encryption is found below. 

The fact that the password of a user's directory 10 
is stored in a file that is owned by the user is a key 
difference between the UNIX operating system and 
the operating system shown in FIG. 2. The fact that 
these passwords can't be read by anyone other than 
the files' owners permits storing the passwords in an 1 5 
unencrypted form. Combined with the restriction on 
writing, this organization prevents Root from becom- 
ing the owner of any file (normal file or directory file), 
and thus prevents Root from circumventing the per- 
missions set by the file's owner. This key difference 20 
allows one user's files to be completely opaque to 
Root as well as to other users. Thus, the FIG. 2 ar- 
rangement overcomes the "trust issue" between the 
providers of services and the smartcard's issuer/own- 
er. 25 

Transactional Security 

The next issue that must be addressed is trans- 
actional security of the smartcard. This concept en- 30 
compasses the measures employed by the smart- 
card's operating system and by the agreed upon com- 
munication protocols to ensure that unauthorized 
transactions do not occur which would adversely af- 
fect the HOIder or any of the Service Providers. This 35 
includes activities by Root, the Holder, any of the Ser- 
vice Providers, any Visitor user, or an interloper. (An 
interloper is a party that interjects itself into a commu- 
nication session between a smartcard and another 
party and substitutes its messages for the true mes- 40 
sages.) 

One way to thwart interlopers is to construct 
messages that include a date and time stamp, with at 
least that portion of the message being encrypted. Al- 
ternatively, the entire message can be encrypted. 45 
Also, wherever necessary, the communication proto- 
col can require a confirmation sequence (which dif- 
fers from session to session) to be exchanged be- 
tween the parties. It is also a good general approach 
to minimize the flow of sensitive information in the so 
clear (i.e., without encryption). These techniques are 
employed in the log-in and communication protocols 
described below. 

Encryption 55 

The field of encryption is not new. What follows 
is merely a summary of two encryption techniques 



that may be employed in connection with the smart- 
card disclosed herein. 

As is well known, the "shared secret" approach to 
encryption calls for the two communicating parties to 
share a secret function , f. The party wishing to trans- 
mit a message, m, encrypts the message with the se- 
cret function to form an encrypted message f(m). The 
encrypted message is transmitted and the receiving 
party decrypts the received signal by forming the 
function f(f(m)). The function f is such that discover- 
ing the message m from f(m) is computationally very 
difficult, but applying the function twice recovers the 
original message; i.e., f(f(m))=m. 

The "shared secret" approach to encryption is 
very good, but its weak link lies in the need to com- 
municate, i.e., or share, the secret function. If an 
eavesdropper obtains the shared secret during that 
singular communication session when the function is 
transmitted, then it is no longer secret. 

In public key encryption, each party maintains 
one member of a pair of keys, f and g. More particu- 
larly, one party keeps one key (f) secret, but makes 
the other key (g) known to all. Thus, the key g is "pub- 
lic" and the key f is "private". The pair, f and g, is such 
that 

1. g(f(m))=m, 

2. even when g is known the function f cannot be 
determined, and 

3. it is computationally infeasible to determine the 
message m from f(m). 

Whereas the public key approach solves the key 
distribution/administration problem described above, 
it does have a disadvantage in that public key encryp- 
tion and decryption is slower (requires more compu- 
tation time) than the "shared secret" approach. 

As it relates to smartcards, speed of communica- 
tion has different levels of importance, based on the 
kind of party that is communicating with the smart- 
card. With respect to the smartcard's issuer/owner 
and the service Providers, low speed is not a major 
disadvantage because it is expected that such com- 
munication will be rare and, therefore, processing 
time is not "of the essence". In communication with 
others, however, (i.e., merchants that log in as the 
Visitor user), speed is important. 

The speed issue is resolved, where necessary, 
by combining the "shared secret" approach with the 
public key approach. That is, when communication is 
initiated, the public key approach is used to commu- 
nicate a temporary "shared secret" between the 
smartcard and the merchant. Specifically, the party 
having the public key suggests a "shared secret" and 
communicates it to the party having the private key. 
Thereafter, the faster, "shared secret", approach is 
used to encrypt the entire messages. 

Alternatively, a certification approach may be 
used (using the shared secret). In a certification ap- 
proach, the message is sent in the clear, and is ap- 
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pended, or "signed", with a "digital signature". A "dig- 
ital signature" is a hashing of the message (e.g., add- 
ing the ASCII codes of the characters in the message, 
in a selected modulus) that is encoded. Of course, in 
applications where it is assured that an interloper can- s 
not substitute the true data with false data the infor- 
mation can be sent in the clear (probably, following a 
verification process using the public key). 

Use of the public key approach solves most of the 
key-administrations concerns. It still leaves the ques- 10 
tion of the initial knowledge of the public key by the 
party wishing to communicate with the smartcard, but 
that is a non-problem since the smartcard itself can 
provide that information. 

15 

Log-in by Root and Installation of a Service 
Provider/User 



Because encryption ensures secure communica- 
tion, the smartcard's issuer/owner can have confi- 20 
dence in remote installation of services. Of course, 
the issuer/owner (i.e., Root) must first log in into the 
smartcard. A protocol for the log-in is presented in 
FIG. 3, and a protocol for service installation process 
is presented in FIG. 4. The physical remote, connec- 25 
tion that is possible with the smartcard disclosed 
herein is shown in FIG. 8. 

As depicted in FIG. 3, the process begins with the 
smartcard's possessor (P) being authenticated as the 
bona fide Holder (H) of the smartcard (S). As shown 30 
in FIG. 3, the process begins with a prompt from the 
smartcard, and anentry of the possessor's PIN (Per- 
sonal Identif ical Number) into the smartcard. The use 
of the smartcard's processing power to authenticate 
the possessor has an advantage in that it requires no 35 
communication of the PIN string to any equipment 
that might capture the PIN. Even in applications 
where P and S are at a merchant's premises, it is pos- 
sible for the merchant to possess a stand-alone piece 
of equipment that interfaces with the smartcard in a 40 
secure manner This equipment may be battery oper- 
ated, with a keyboard and a display and certified to 
include no other ports, no processor, and no writable 
memory. In operation, P would insert S into this 
stand-alone equipment, input the PIN via the key- 45 
board, and the smartcard would determine whether 
the PIN is correct. It would then output an "OK" mes- 
sage through the display, if appropriate. 

When such stand-alone equipment is unavailable 
(or when the communication is remote as, for exam- so 
pie, when a "dumb" card reader is used at the posses- 
sor's home), the submitted PIN is processed in the 
smartcard and the "OK" message from the smartcard 
(to the merchant's equipment) is "time stamped" and 
encrypted. This suggests that the P's confirmation as 55 
H must be postponed until after the appropriate en- 
cryption keys are established and date and time infor- 
mation is imparted to S (this is not the approach 
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shown in FIG. 3). 

Returning to FIG. 3 generally, after the bona fide 
of H is established, S verifies that the user logging is 
a valid user and the user confirms that S is a valid 
smartcard. More specifically, the protocol of FIG. 3, 
in its entirety, proceeds as follows: 

a. S prompts for an input and P provides a PIN 
string. (Within the smartcard the PIN resides in a 
Root-owned file that is open for the Holder to 
modify, for example, file 14 in FIG. 2). S com- 
pares the provided PIN string to the stored PIN 
string, and, if the comparison is positive, then P 
is confirmed as H. 

b. Once H is confirmed, attention can turn to the 
communication between S and O. S identified it- 
self by providing to O its ID number and a pass- 
word challenge in the form of a random string, 
RND1. 

c. O encrypts RND1 with O's password to form 
string K^RNDIJand returns it to S. This form of 
password response obviously changes from ses- 
sion to session and ensures that the true pass- 
word of O is not snared by an interloper. There 
does remain the question of where O keeps the 
passwords of all the smartcards that it owns, and 
how secure such a database is. However, there 
is actually no need for O to keep a database of 
passwords. All that O needs is a single seed 
string which, when processed with the data sup- 
plied by S, yields the smartcard's password. That 
data is the ID information. 

d. Since the string submitted by the smartcard 
will always be either the same or unknown to O 
beforehand, an additional authentication step 
may be desired to ensure that the initial string (ID, 
RND1) is not a replay of a recording. This is ach- 
ieved by O sending a challenge message, RND2, 
to S comprising, for example, its ID and a random 
string. 

e. Based on the ID contained in the RND2 string, 
S determines that O is the user, obtains the nec- 
essary keey (e.g., O's password), and decrypts 
MRND1 ). When the decryption results in RND1 , 
S determines the O is bona fide. 

f. Thereafter, S encrypts string RND2 with S's 
Root password and forwards the resultant string, 
K 1 (RND2), to O. 

g. O decrypts the Ki(RND2) response, and if the 
resulting string is RND2 then O is satisfied that 
S is valid. This ends the log-in process, with O 
presenting a prompt to S and standing ready to 
accept requests for service. 

It may be noted that the "log-in" process descri- 
bed above appears to be different from the familiar 
iog-in process where the computer into which access 
is directed controls. The computer asks for an initial 
identification of the user, and then asks for a pass- 
word. Based on that initial identification, the comput- 
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er knows what password to expect. Here, the smart- 
card appears to be in control, in the sense that it ini- 
tiates the communication (with O); but instead of ask- 
ing for an initial identification - to get information 
it provides information - the ID and RND1 . That rais- 5 
es the question of whether the response from O is the 
initial identification, or the password; and if it is the 
password, then how does S know whether the pass- 
word is correct. The answer is that the response from 
O serves three purposes: it identifies itself in the 10 
sense of the initial identification (by the ID contained 
in RND1), it authenticates itself by using the correct 
key to encrypt RND1 , and it challenges S by RND2 to 
be returned in an encrypted mode. 

Once O is logged in, H can communicate a re- 15 
quest for installation of a service offered by a Service 
Provider (SP). The communication regarding the par- 
ticular service requested to be installed by O may in- 
volve interaction with a human, but it can also be au- 
tomated. For example, H can communicate to S the 20 
service that is desired, and S communicates with O. 
FIG. 4 presents a protocol for installation of service. 

a. H forwards a service request to S 

b. S encrypts the request and forwards it to O. 

The electronic communication between O and S 25 
can be encrypted with the private key member of 
the public key within S, with S sending its public 
key to O. Alternatively, the communication can be 
encrypted with a "shared secret" of the smart- 
card. The Root password may be selected for the 30 
latter, or a temporary "shared secret" can be of- 
fered by O to S (using public key encryption, as 
described above). In FIG. 4, the Root password 
is used for encryption, creating the request string 
MREQ). 35 

b. Knowing the desired service, O contacts SP to 
verify that SP consents to offer service to H 

c. If provision of service is agreeable to SP, O se- 
lects a temporary password, informs SP of that 
password (probably through encrypted communi- 40 
cation), and proceeds to create in S a directory 

and a password file for SP. 

d. When the password file is set up for the SP 
user, the temporary password is sent to S (com- 
municated in encrypted manner, as described 45 
above) and ownership of the directory and the 
password file is transferred to SP (this password 

can serve as the "shared secret" key in future 
communication sessions with SP). Also, the rest 
of the application software that SP requires can 50 
be installed at this time, with O transmitting those 
files in encrypted mode. Alternatively, it may be 
arranged that no application software is installed 
byO. 

e. At this point H is informed to contact SP for a 55 
final set-up. 

f. H sets up a communication path between S and 
SP, employing a log-in sequence as shown in 
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FIG. 3 but using the temporary SP password as 
the encryption key. 

g. Once the log-in to SP is established, S sends 
out a request for service, and SP responds by in- 
stalling a new password, as well as data and 
whatever files are necessary which were not in- 
stalled by O, and data. This completes the ser- 
vice installation process. 

Provision of Service by a Service Provider 

As indicated above, a Service Provider is simply 
a user having an assigned directory in the smartcard. 
The Service Provider logs in when the Possessor es- 
tablishes communication between the smartcard and 
the Service Provider. As before, there are three ele- 
ments to the log in protocol: 

(1) SP wishes to establish that P is H, 

(2) S wishes to determine that the logged in user 
is the true SP, and 

(3) SP wishes to determine that it is communicat- 
ing with a valid S. 

These three elements are carried out in the pro- 
tocol disclosed in connection with FIG. 3. Only after 
a successful log-in, can a service request be ad- 
vanced. A service request may comprise, for exam- 
ple, H requesting SP (e.g., a bank) to install "money" 
into S, filling the "electronic purse" of S. The filling of 
the electronic purse may simply be installing a value 
in a file owned by SP. This is shown in the flowchart 
of FIG. 5. 

Interaction with Merchants - 



It is expected that, by a wide margin, the smart- 
card holder will mostly wish to have the smartcard in- 
teract with merchants who are Visitor (V) users. The 
arrangement disclosed above permits such interac- 
tion in two ways: direct interaction between the 
smartcard and a merchant, and a three way interac- 
tion involving the smartcard, merchant and the Ser- 
vice Provider. The protocol for the latter approach, 
shown in FIG. 6, may be as follows: 

a. P sets up communication between S and V (by 
handing S to V or by remotely connecting S to V). 

b. S prompts for an input and P provides the PIN 
string. When that checks out, S determines the P 
is H and proceeds with the standard "log-in" se- 
quence, sending its ID information and RND1. 

c. V sets up a communication path with SP, iden- 
tifies itself to SP, and relays the ID information 
and RND1. 

d. Given the ID information, SP determines its 
password (perhaps also using a seed string com- 
bined with processing) and encrypts RND1 with 
that password. The resulting string, K 2 (RND1), is 
sent to S, together with a random string RND2. 

e. S determines whether SP used the correct 
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password in forming K 2 (RND1) and, if the conclu- 
sion is positive, encrypts RND2 and forward the 
result, K 2 (RND2), to SP. 

f. When SP confirms that S used the correct 
password to encrypt RND2, it sends a prompt to 5 
V to inform the merchant that the it can proceed 

to request usage of S. 

g. V requests action from SP (such as deleting a 
value from H's account with SP, or such as mod- 
ifying a value in a file residing in S and owned by 10 
SR 

h. SP fills that request and, if necessary, sends 
an appropriate command to S, encrypted with the 
SP password. 

When it is desired to have the smartcard interact 15 
directly with the merchant (or a merchant in concert 
with the merchant's bank, or some other entity that 
provides a service to the merchant and stands "in the 
shoes" of the merchant) a mechanism needs to be es- 
tablished for allowing parties who do not have a pre- 20 
established relationship with the smartcard to log in 
into the smartcard. The "Visitor" userdirectory serves 
that need, and that user has no password. That 
means that the Visitor user is a very insecure user, so 
its access must be strictly controlled. 25 

One question that needs to be answered, for ex- 
ample, is whether such a Visitor user will have access 
to application files (programs) of only the Service 
Provider specified by the merchant, or to application 
files of all Service Providers. 30 

If access is to be granted to application files of all 
Service Providers, then the simplest arrangement is 
for Root to establish a Visitor user directory with no 
password and with a restricted shell which allows the 
Visitor user to execute only a limited set of operating 35 
system commands; i.e., with the variable PATH is set 
up to contain one directory owned by Root (which in- 
cludes only few operating system commands) and the 
SP directories (or chosen subdirectories of the Ser- 
vice Providers/users) which contain the executables 40 
to which the SPs wish to grant execution access to 
Visitor users. 

If access is to be granted to application files of 
only a specified SP then, of course, that SP must be 
specified and means must be provided to include only 45 
the executables of the specified SP. Again, that is 
easily accomplished with a restricted shell, where the 
PATH variable includes the directory (or chosen sub- 
directory) of the specified SP. The protocol, depicted 
in FIG. 7, may be as follows: 50 

a. S prompts for an input and P provides the PIN 
string. When that checks out, S determines the P 
is H and proceeds with the standard "log-in" se- 
quence, sending its ID information and RND1. 

b. Since V does not have any passwords, it mere- 55 
ly returns the string RND1. 

c. By this response S recognizes that the user is 
a Visitor user and sends out its public key, K^. 
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(The public key could have been sent as part of 
the ID information.) At this point S can also send 
a "digital signature" that is derived from a mes- 
sage that contains the public key, the ID informa- 
tion and RND1. S can also send an encrypted 
string that constitutes a proposed "shared secret" 
(not shown in FIG. 7). The digital signal is en- 
crypted with the public key. 

d. V deciphers the "digital signature", using the 
provided public key. If the deciphered "digital sig- 
nature" matches the appropriate string then V 
sends out RND2. 

e. S encrypts RND2 with its private key and re- 
sponds with Kpr(RND2). 

f. V decrypts this message with K pu and if V ob- 
tains RND2 then V is satisfied that it is commu- 
nicating with S. 

g. V sends time and date information to S, en- 
crypted with K pu , and S returns a prompt. 

h. V transmits a request to S (identifying the ac- 
tion V seeks and the SP that is to be employed), 
also encrypted with Kp U , and S responds with an 
authorization to contact the specified SP. The au- 
thorization is encrypted with the private key, K pr . 
Typically, the merchant wants to receive funds 

that belong to H, in exchange for goods or services 
provided by the merchant. As described above, it is 
quite possible for a Service Provider, such as a bank, 
to install an "electronic purse" that will hold a value. 
This value is in a file owned by the Service Provider. 

The merchant wants access to this file, and SP 
(in concert with the H) is willing to grant access to this 
file, but only in a very limited and strictly controlled 
way. Thus, SP creates a file with a prescribed name 
that is expected by the operating system, populates 
this file with a value, and a specific operation system 
command (that is not owned by Root) accesses the 
file and deducts a sum from the value found in the 
file. 

A flowchart of such a command is illustrated in 
FIG. 9. the command starts at block 200 by perusing 
through a file (of a prescribed name) in the Visitor 
user directory. The file must contain four entries, 
separated, for example, by a newline character, and 
the operating system assumes that the four entries 
comprise a) date and time, b) merchant's ID, such as 
name address, and perhaps a code, c) the sum of 
money that is to be deducted, the d) the Service Pro- 
vider whose "electronic purse" is to be used. 

When that file does not exist or doesn't have the 
rquired number of entries, control passes to block210 
which informs the merchant (Visitor user) of the defi- 
ciency. When the file does exist, the command reads 
the value in the "electronic purse" file of the Service 
Provider (SP) in block 220. This file is a file that has 
a prescribed name. Block 230 evaluates whether the 
sum that the merchant wishes to withdraw is greater 
than the value in the electronic purse. If it is, control 
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passes to block 240 which constructs a rejection 
message and forwards it to the merchant and to the 
log file within the smartcard. When sum is lower than 
the value, control passes to block 250 which checks 
the log file for various indicia of fraud. This may be a s 
separate command that is called by the command be- 
ing executed. As depicted in FIG. 3, block 250 can re- 
sult in three types of outputs: one that suggests a po- 
tential fraud condition (e.g., this merchant has used 
the smartcard more than a prescribed number of 10 
times within a preselected time interval, the data and 
time given by the merchant is earlier than the latest 
time found in the log file, etc.); another that responds 
to a threshold file provided by the SP which directs 
the merchant to conference the SP to the transaction; 1 5 
and the third that indicates a normal condition. 

The potential fraud condition is handled by infor- 
mation being stored in the Holder's log file (block 260) 
and control then passes to block 240. The ifnormation 
stored identifies the merchant, what was attempted to 20 
be withdrawn, the reason for the rejection, etc. This 
provides the Holder with the information necessary to 
interact with the issuer/owner of the card and with 
government authorities, as necessary. If desired, the 
smartcard is disabled when a fraud condition is sus- 25 
pected. 

When a threshold set by SP is exceeded (e.g., SP 
desires withdrawal authorization in excess of $1,000 
to be granted "in real time"), a message is construct- 
ed in block 270 and control passes to block 280. 30 

Block 280 is also arrived at directly from block 
250 when a normal condition is indicated. Block 280 
increments the sequence number found in the smart- 
card's log file and deducts the sume desired by the 
merchant from the amount in the value file. There- 35 
after, block 290 creates a string that comprises the 
new sequence number the data and time, the mer- 
chant's identification information, the sum, and the 
SP. Block 300 creates a digital signature of the string 
and block 310 creates a message that comprises the 40 
message constructed in block 220, the string con- 
structed in block 300, and the digital signature. Final- 
ly, that message is sent to the merchant and to the 
smartcard's log file. 

The merchant's equipment will do one of two 45 
things. When a message to conference SP is found to 
be present, the merchant's equipment connects itself 
to SP and forwards the message created in block 31 0. 
The merchant can then get immediate credit for the 
sum (provided, of course, that based on the signature so 
the message is concluded to be valid). When the mes- 
sage received by the merchant does not include a 
message constructed by block 220, then the mer- 
chant can simply store the authorization string, col- 
lect such authorization strings over a chosen time in- 55 
terval (for example, the entire work day), and then for- 
ward the authorization strings to the appropriate SPs. 

The authorization string is shown encrypted with 



the private key of S, but it can also be encrypted with 
the password of the specified SP. The authorization 
string must be robust enough ensure that the mer- 
chant does not merely duplicate it a number of times 
and send it to the SP. This can be accomplished in a 
number of ways, including having the date and time 
stamp, an indication of the "before" and "after" values 
in the value file, having a sequence number supplied 
by S, etc. Since this authorization string is not deci- 
pherable by V and hence unalterable, security is 
maintained. 

Smartcard Issuer/Owner as a Service Center 

One aspect of the arrangement disclosed herein 
is that the smartcard's issuer/owner (O) has a general 
knowledge of, and control over, the service providers 
whose "applications" are present on the smartcard. 
First, O controls the establishment of a Service Pro- 
vider's directory. Second, O can delete any directory 
at the holder's request or whenever O gains access 
to the smartcard (with, or without, the holder's con- 
sent). Third, O is the only party who knows the iden- 
tity of all the Service Providers who share the smart- 
card, and various particulars about those Service 
Providers. Fourth, through the operating system's de- 
sign, O can control the amount of memory that each 
Service Provider has access to, and thus can control 
the number of Service Providers that can "coexist" on 
a smartcard. Fifth, O can define a Service Provider's 
grouping for particular types of transaction. Sixth, for 
the privilege of being on the smartcard O can charge 
each such Service Provider in proportion to the space 
occupied by the Service Provider. 

As can be appreciated from all of the above, a 
number of benefits accrue from this arrangement. 
One that hasn't been mentioned before is that O has 
the power to "fix" a defective card and reinstall all of 
the services on it (typical power of an owner). Con- 
versely, O has the power to delete all directories. This 
latter power is exercised when it is determined that a 
security breach has occurred. 

With regard to security, there are four forms of at- 
tack that need to be considered: one is when an in- 
terloper tries to become Root, another when the in- 
terloper tries to become a Service Provider, a third 
when a party (Root, a Service Provider, and interlop- 
er, a Visitor, or the Holder) tries to do more than is per- 
mitted, and a fourth when the possessor is not the 
bona fide Holder. 

With respect to the first form of attack, it is the 
Root password which is the first and primary sentry. 
It is an effective sentry in that the operating system 
is set up to completely disable the smartcard when a 
log-in as Root is attempted but fails. For example, all 
directories can be erased. 

An attempt to log in as a Service Provider should 
be only slightly more forgiving. Thus, it can be ar- 
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ranged for a counter to keep track of failed attempts 
to log In as a Service Provider. When the number of 
failed attempt exceeds a preselected value (for exam- 
ple, 4) the smartcard again disables itself. In such sit- 
uations it may be desired to direct the smartcard dis- 
ablement only to the directory of the Service Provider 
who was the object of the attack, or to all of the Ser- 
vice Provider directories but not to the Root directory. 

As stated above, the most numerous contacts 
with the smartcard will be by Visitor users. While 
these contacts need to be flexible, they also need to 
be vigilant. Whereas in the UNIX operating system an 
attempt to execute a command that is not found in the 
PATH results in a benign message, the smartcard 
needs to monitor these attempts to access impermis- 
sible commands. Again, a counter can be employed 
and when a preselected count is exceeded, commu- 
nication with the Visitor can be terminated, a message 
stored in the smartcard, and the card disabled to ev- 
eryone except the Holder. The message, which would 
be stored in the holder's directory, would comprise 
the particulars of the aborted transaction. Similar ac- 
tions would be taken if the Holder attempt to execute 
impermissible commands, but the diagnostic mes- 
sage would then be written to a Root-owned file. 

Another security measure might even involve val- 
id transactions by the Visitor. As described above, 
one of the files owned by Root is a log file, which 
maintains a record of all transactions carried out by 
the smartcard. This file can be checked to disallow a 
particular Visitor user, or all Visitor users, when par- 
ticular circumstances appear to be present, such as 
too many transactions by one visitor in a given time 
interval, too many transactions in a given time inter- 
val, etc. 

A slightly different security problem manifests it- 
self when the parties making contact with the smart- 
card are OK, but it is the possessor of the card who 
is the problem. Here, it can easily be assumed that the 
parties interacting the smartcard would like to coop- 
erate in the prevention of the smartcard's use; at that 
point, and henceforth. This can be accomplished in a 
number of ways. For example, when, during the log- 
in sequence it is determined that the ID provided by 
the possessor is wrong (because, for example, the 
smartcard is a stolen one), the merchant can execute 
a command that writes a message to a file belonging 
to Root and disables the card. In such an event, the 
only way to recover the card is to contact Root When 
Root reads the diagnostic message in its file, a deter- 
mination can be made whether the Possessor is in 
fact the true Holder or not, and proper action can be 
taken. 

Alternatively, the merchants equipment can au- 
tomatically connect the smartcard to the card's issu- 
er/owner. The owner first disables the smartcard and 
then proceeds to interact with the smartcard's pos- 
sessor to determine whether the possessor has au- 



thority to possess the smartcard. If the possessor 
does have that authority, the issuer/owner re-enables 
the smartcard. 

Given the above-disclosed structure and operat- 

5 ing system of the smartcard, it is clear the issuer/own- 
er who installs all services found on the smartcard 
has knowledge of those services. That is, although 
the issuer/owner does not have the power to delve 
into files owned by the various Service Providers 

10 (even though it is the Root owner of the smartcard) 
the issuer/owner nevertheless knows of the specific 
Service Providers are resident on each of its smart- 
cards. This knowledge can be maintained in a data- 
base owned by the issuer/owner (although each 

15 smartcard can also maintain that information about it- 
self). 

In the event a smartcard is lost or destroyed, a 
new smartcard can be issued to Holder with all of the 
Service Providers installed ab initio. The only items 

20 that cannot be recovered are the data files created by 
the various users in the old file and the Service Pro- 
viders' passwords. As with initial installations, a set of 
temporary password files can be installed. The Ser- 
vice Providers can then be contacted by the is- 

25 sue/owner to inform them of the temporary pass- 
words, and the Holder then contact the Service Pro- 
viders to modify the passwords and to populate the 
necessary files in their respective directories. 

30 Audit Trail 

As indicated above, Root can maintain a log file 
and store therein a record of each transaction. This 
file can then be used to keep tract of various thresh- 

35 olds that the Holder, or the Service Provider's may 
wish to impose. 

Excessive uses of a smartcard can be an indica- 
tion of a fraudulent use. As indicated above, such 
uses can be detected through careful scrutiny of the 

40 log file and stopped. 

Another use of the log file relates to perfectly val- 
id uses. For example, a credit-providing Service Pro- 
vider may wish to be informed in "real time" whenever 
charges over a certain limit are incurred, while allow- 

45 ing "batch" transmissions from the merchants (per- 
haps at the end of the work day) for all smaller trans- 
actions. In connection with the electronic purse of a 
smartcard, the Holder may instruct the smartcard to 
automatically contact the Holder's bank when the 

so money value in the smartcard is below a certain limit, 
and transfer some additional funds into the smart- 
card. 

Still another use of the audit trail relates to dis- 
pute resolution. If a merchant asserts that the smart- 
55 card was used to obtain some goods or services and 
the Holder disputes the assertion, the log file can be 
used to resolve the dispute. 



10 
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Cooperation Between Service Providers 

It is quite possible for service providers to form 
cooperative alliances. Such alliances can specify va- 
rious activities which are carried out in the smartcards 5 
whenever the smartcard is accessed, or when the 
smartcard is accessed by a particular user. The num- 
ber of such possibilities is limitless, and the example 
below is merely illustrative. 

Assume, for example, that company Z employs 10 
traveling salespersons who, expectedly, need to pur- 
chase gasoline fairly regularly. Z is likely to contract 
with O to issue a smartcard for each of Z's salesper- 
sons (Holders) and request O to install Z as a Service 
Provider and G as the gasoline provider. Sometime 15 
later, A may reach an agreement with bank B as a Pro- 
vider of credit for the salespersons. That service can 
be remotely installed into all of the smartcards belong- 
ing to the salespersons by, for example, obtaining the 
cooperation of G. 20 

Specifically, Z can request G to install a request 
for communication with O whenever a smartcard in- 
teracts with G and found to have A as a user but not 
B as a user. All that G needs to do is send the appro- 
priate command when the right kind of smartcard is 25 
logged into G. 

The above disclosure speaks of "smartcards** but, 
actually, in connection with the invention disclosed 
herein, what we think of is any personal information 
device that is intended to primarily accompany a per- 30 
son wherever that person goes. Thus, the intent of the 
claims that follow is for the term "smartcard" to en- 
compass all apparatus that is designed for personal 
use and is intended, at least in some of its functions, 
to carry information about a person. This clearly in- 35 
eludes, for example, cellular phones and personal 
communicators. They already have the electronic 
means necessary to enable implementing this inven- 
tion (e.g., processors), and the curent expectation is 
that people will carry these electronic apparatus on 40 
their persons, much like people carry conventional 
credit cards. 



Claims 



45 



1. A multiple-application smartcard including a 
processor and memory in connection with which 
there is an issuer/owner, a holder and a service 
provider, comprising: 50 

an operating system that includes a tree- 
like file structure that begins with a file having 
characteristics that are controlled solely by said 
issuer/owner; 

a plurality of files, forming part of the tree- 55 
like structure and each having file characteristics 
that are controlled solely by said issuer/owner, 
which files are executable files, in the sense that, 

11 



when referenced, they operate on permissible 
data in said memory; 

a password file that is accessible only to 
said issuer/owner, which contains data and which 
is accessed by said issuer/owner prior to said is- 
suer/owner gaining access to said executable 
files; 

a password file that is accessible only to 
said holder, which contains data and which is ac- 
cessed by said holder prior to said holder gaining 
access to said executable files; an 

a password file that is accessible only to 
said service provider, which contains data and 
which is accessed by said service provider prior 
to said service provider gaining access to said 
executable files. 

2. A smartcard adapted for communicating with a 
party and including a processor comprising: 

a memory arranged into a plurality of infor- 
mation storage and retrieval user entity logical 
zones, with at least two of said logical zones in- 
cluding sub-zones that encompass a memory 
segment that contains access control data, and 

control means, for allowing access by said 
party to a selected one of said user logical zones, 
including its associated sub-zone, only when said 
party deliver to said smartcard information relat- 
ed to the access control data contained in said 
selected one of said user logical zones. 

3. In connection with a smartcard issued by a first 
party, where the smartcard includes an operating 
system having a tree-like file structure that be- 
gins with a directory-file with attributes that are 
controlled solely by said party, a plurality of files, 
forming part of the tree-like structure and each 
having file attributes that are controlled solely by 
said first party, which files are executable files, 
in the sense that, when referenced, they operate 
on permissible data in said memory, and a pass- 
word file that is accessible only said first party 
gaining access to said executable file, a method 
for installing capability for a second party to pro- 
vide service to a holder of the smartcard, com- 
prising the steps of: 

said holder assisting in establishing com- 
munication between the smartcard and said first 
party; 

executing a log-in protocol between the 
smartcard and said first party, employing the 
data contained in said password file; 

communicating to said first party a re- 
quest for installation of a service capability on 
said smartcard for said second party; 

said first party establishing a user pass- 
word file in said smartcard, with said user pass- 
word file arranged to form part of said tree-like 
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structure; 

said first party inserting data into said user 
password file; and 

said first party changing file attributes of 
said user password file to make it accessible only 5 
to said second party. 

4. The method of claim 3 further comprising a step 
of informing said second party of the data stored 

in the user password file. 10 

5. The method of claim 3 further comprising a step, 
executed by said first party following said step of 
communicating to said first party a request for in- 
stallation , of confirming with said second party is 
that the request for installation of service should 

be fulfilled. 

6. The method of ciaim 3 wherein said communica- 
tion is employing a telecommunication network. 20 

7. A method for a party to communicate with a per- 
sonal information device comprising the steps of: 

the personal information device authenti- 
cating the party through a challenge-response 25 
sequence; and 

the party authenticating the personal in- 
formation device through a challenge-response 
sequence. 



The method of claim 7 in which the step of the 
party authenticating the personal information de- 
vice precedes the step of the personal informa- 
tion device authenticating the party. 

The method of claim 7 further comprising a step 
of a holder of the personal information device be- 
ing authenticated to the personal information de- 
vice through a challenge-response sequence. 



30 



35 



40 



10. The method of claim 7 where the step of the per- 
sonal information device authenticating the party 
is incomplete when the step of the party authen- 
ticating the personal identification device is com- 
menced. 45 



the step of the party authenticating the 
personal information device comprises the steps 
of: 

the party sending a challenge that in- 
cludes a second data string; 

the personal information device encrypt- 
ing the second data string and sending the en- 
crypted second data string to the party, where 
the encryption key used for encrypting the sec- 
ond data string is pre-stored in the personal infor- 
mation device; and 

the party confirming the authenticity of the 
personal information device by virtue of the en- 
cryption key used to encrypt the second data 
string; and 

the party authenticating the personal in- 
formation device by virtue of the encryption key 
used to encrypt the second data string. 

12. The method of claim 11 where the first and the 
second data strings comprise random sequenc- 
es. 

13. The method of claim 11 where the first and the 
second encryption keys are the same. 



11. The method of claim 7 where the step of the per- 
sonal information device authenticating the party 
comprises the steps of: 

the personal information device sending a 50 
challenge that include ID information and a first 
data string; 

the party encrypting the first data string 
and sending the encrypted string to the personal 
information device, where the key used to en- 55 
crypt the first data string is based on the ID infor- 
mation sent by the personal information device; 
and 



BNSDOCID: <EP_0644513A2_L> 




BNSDOCID: <EP_06445iaA2_U> 




FIG. 3 


S 0 


{ m ESTABLISH 


COMMUNICATION 


h 1 02 


l 101 


103 


■M V"™ ' 




— -~^0£L c io6 

JPRQMEI-^ 






*— M07 



FIG. 5 




14 



BNSDOCID: <EP_0644513A2_L> 




FIG. 4 



P S 0 SP 




15 



BNSDOCID: «£P_06445iaA2J_? 



EP 0 644 513 A2 




FIG. 6 





3 


v 


| IMEUIJjKUUC^ 

— -^P/A/ 

j * ft 






I I4T* 


] — ^3^0/ 






142 " 






' i^fRNDtY RND2 








"^143^ 
__^I44 






PROMPT , 










(fill) 


146^ * ^ 




► ■ ^147 




16 



BNSDOCID: <EP_0644513A2_U> 



FIG. 8 



CARD 




READER 






FIG. 9 



210 



I 



PROMPT 
MERCHANT 



NO 



POSSIBLE 
FRAUD 



< 



LOG INFORMATION 
INTO HOLDER'S FILE 



260 



i 



J™ 



IS REQUIRED INFORMATION 
PRESENT: TIME/DATE 

MERCHANT'S ID 

SUM 

SERVICE PROVIDER 
YESj 



READ VALUE IN "PURSE" 
FILE OF SPECIFIED SP 

IS VALUE > SUM 



220 



-230 



YEST 



CHECK LOG FILE AND 



JZ. 



GET SEP 



NUMBER 



OK 



NEED SP 
CONTACT 



270 



CONSTRUCT 
MESSAGE MESG 



INCREMENT SEQ AND DEDUCT 
SUM FROM VALUE 



I 



STRING: SEQ, D/T, M-ID, SU M, SP 

-r~ — — 



^280 
290 



r 



240 



MESSAGE: REJECTION 



L 



CREATE SGN 
\ 



300 



MESSAGE = MESG, STR, SGN 



310 



TO MERCHANT AND 
TO LOG FILE 



17 



BNSOOCID: <£P__0644513A2J_> 




p AGP BLANK 



(19) 



J 




EuropH ^atentamt 
European Patent Office 
Office europeen des brevets 




(12) 



(88) Date of publication A3: 

26.04.2000 Bulletin 2000/17 

(43) Date of publication A2: 

22.03.1995 Bulletin 1995/12 

(21) Application number: 94306564.9 

(22) Date of filing: 07.09.1994 



(n) EP 0 644 513 A3 

EUROPEAN PATENT APPLICATION 

(51) IntClJ: G07F 7/10 



(84) Designated Contracting States: 


• Sherman, Stephen Andrew 


DE FR GB NL 


Hackettstown, New Jersey 07840 (US) 




• Wetherington, Diane R. 


(30) Priority: 17.09.1993 US 122631 


Bernardsville, New Jersey 07924 (US) 


(71) Applicant: AT&T Corp. 


(74) Representative: 


New York, NY 1 001 3-241 2 (U S) 


Buckley, Christopher Simon Thirsk et ai 




Lucent Technologies (UK) Ltd, 


(72) Inventors: 


5 Mornington Road 


• Mandelbaum, Richard 


Woodford Green, Essex IG8 0TU (GB) 


Manalapan, New Jersey 07726 (US) 





(54) A smartcard adapted for a plurality of service providers and for remote installation of same. 



(57) A smartcard that allows different Service Pro- 
viders to coexist on the smartcard with none of the Serv- 
ice Providers, nor the owner of the smartcard, having 
access to the files created for, or by, each of the resident 
Service Providers. The operating system of the smart- 
card includes a root directory that is owned by the smart- 
card's issuer/owner, and each Service Provider is a "us- 
er" that is installed by the issuer/owner. Each such user 
is provided with a subdirectory of the root directory, and 
within the subdirectory the user creates files and subdi- 
rectories with files, as the user deems necessary. The 
operating system prevents all users of the smartcard, 
including the smartcard's issuer/owner and the smart- 



card's holder, from accessing any files that are owned 
by any other user, when that user chooses to prevent 
such access. This power to exclude is effected through 
a password file that is owned by the user and which can- 
not be altered by any other user, including the smart- 
card's issuer/owner. Optionally, the smartcard's issuer/ 
owner is given the power to erase all files of a given user. 
Connection is effected with a protocol which authenti- 
cates all parties to the connection. Thus, in a connection 
between the smartcard and a user, the smartcard deter- 
mines whether the user should be granted access, and 
the user determines whether the smartcard is a valid 
smartcard. Authentication of the possessor of the smart- 
card may also be effected. 



FIG. 2 




CO 

o 

Q. 
LU 



Printed by Jouve, 7500) PARIS (FR) 

BNSDOCtD: <£P_0644513A3J^ 



EP 0 644 513 A3 



4* 



3 



European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application Number 

EP 94 30 6564 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



Citation of document with indication, where appropriate, 
of relevant passages ' 



Relevant 
to claim 



CLASSIFICATION OF THE 
APPLICATION (lnLCI.6) 



X 

A 



X 
A 

P,X 
A 



US 4 928 001 A (MASADA SHI6E0) 
22 May 1990 (1990-05-22) 

* column 2, line 16 - column 2, line 28 * 

* column 3, line 1 - column 3, line 3 * 

* column 3, line 10 - column 3, line 39 * 

* column 3, line 58 - column 5, line 22 * 

FR 2 667 714 A (GEMPLUS CARD INT) 
10 April 1992 (1992-04-10) 

* page 1, line 1 - page 1, line 7 * 

* page 2, line 10 - page 2, line 14 * 

* page 2, line 24 - page 3, line 6 * 

* page 3, line 34 - page 5, line 2 * 

* page 5, line 17 - page 5, line 25 * 

FR 2 673 476 A (GEMPLUS CARD INT) 
4 September 1992 (1992-09-04) 

* page 9, line 14 - page 21, line 9 * 

EP 0 583 006 A (MATSUSHITA ELECTRIC IND CO 
LTD) 16 February 1994 (1994-02-16) 

* column 2, line 11 - column 2, line 25 * 
column 3, line 31 - column 6, line 56 * 
column 11, line 19 - column 13, line 35 



2 

1,3 



G07F7/10 



2 

1,3 
1,2 
3 



TECHNICAL FIELDS 
SEARCHED (lnt.CI.6) 



column 14, line 45 - column 16, line 49 



G07F 
H04Q 
G06K 
G06F 
H04L 



EP 0 640 945 A (AT & T CORP) 
1 March 1995 (1995-03-01) 
column 4, 1 1 ne 54 - column 5, line 32 * 
column 8, line 1 - column 10, line 6 * 
column 11, line 55 - column 15, line 14 



1-5 



The present search report has been drawn up for all claims 



Piace of search 

MUNICH 



Date of completion of the searcn 

26 November 1999 



Examiner 

Aup1a1s, B 



CATEGORY OF CITED DOCUMENTS 

X : particularly relevant if taken alone 

Y : particularly relevant it combined with another 

document of the same category 
A : technological background 
O : non-writlen disclosure 
P : intermediate document 



1 : theory or pmcipfe underlying the invention 
E : earlier patent document, but published on. or 

aner the filing date 
D . document cited in the application 
L : document cited for other reasons 



& : member of the same patent family, corresponding 
document 



BNSDOCID: <EP_064451 3A3 J_> 



2 



EP 0 644 513 A3 



European Patent 
Office 



Application Number 

EP 94 30 6564 



CLAIMS INCURRING FEES 



The present European patent application comprised at the time of filing more than ten claims. 



□ 



□ 



Only part of the claims have been paid within the prescribed time limit. The present European search 
report has been drawn up for the first ten claims and for those claims for which claims fees have 
been paid, namely claim (s): 



No claims fees have been paid within the prescribed time limit. The present European search report has 
been drawn up for the first ten claims. 



LACK OF UNITY OF INVENTION 



The Search Division considers that the present European patent application does not comply with the 
requirements of unity of invention and relates to several inventions or groups of inventions, namely: 



see sheet B 



□ 
□ 
□ 



All further search fees have been paid within the fixed time limit. The present European search report has 
been drawn up for all claims. 

As all searchable claims could be searched without effort justifying an additional fee, the Search Division 
did not invite payment of any additional lee. 

Only part of the further search fees have been paid within the fixed time limit The present European 
search report has been drawn up for those parts of the European patent application which relate to the 
inventions in respect of which search fees have been paid, namely claims: 



□ 



None of the further search fees have been paid within the fixed time limit. The present European search 
report has been drawn up for those parts of the European patent application which relate to the invention 
first mentioned in the claims, namely ciaims: 



BNSDOCID: <EP_0644513A3J_> 



3 



EP0 644 513 A3 



European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application Number 

EP 94 30 6564 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



D,A 



Y 
A 



Y 
A 



Citation of documenl with indication, where appropriate, 
of relevant passages 



US 4 816 653 A ( ANDERL EWALD C ET AL) 

28 March 1989 (1989-03-28) 

* column 3, line 33 - column 3, line 62 * 

* column 5, line 7 - column 6, line 38 * 

* column 7, line 11 - column 7, line 37 * 

EP 0 548 967 A (GAO GES AUTOMATION ORG) 
30 June 1993 (1993-06-30) 

* column 4, line 34 - column 5, line 58; 
figure 3 * 

* column 2, line 45 - column 4, line 33 * 

* column 4, line 34 - column 5, line 58 * 

FERREIRA R C: "THE SMART CARD: A HIGH 

SECURITY TOOL IN EDP" 

PHILIPS TELECOMMUNICATION 

REVIEW, NL, PHILIPS TELECOMMUNICATE 

INDUSTRIE N.V. HILVERSUM, 

vol. 47, no. 3, page 1-19 XP000072642 

* page 5, paragraph 2 - page 7, paragraph 
3 * 

* page 6, paragraph 1 * 

EP 0 552 392 A (SIEMENS NIXDORF INF SYST) 
28 July 1993 (1993-07-28) 

* column 4, line 46 - column 6, line 37 * 

* column 4, line 51 - column 5, line 4 * 

* column 4, line 46 - column 6, line 37 * 

EP 0 505 302 A (IBM) 

23 September 1992 (1992-09-23) 

* column 5, line 11 - column 6, line 4 * 

* column 7, line 3 - column 7, line 40 * 

* column 14, line 12 - column 15, line 6 * 



-/-- 



The present search report has been drawn up for all claims 



Relevant 
to claim 



1-3 



7,8,10 



9 

11-13 
7,8,10 



7,8,10 



9 

11-13 
7,10 



11-13 



CLASSIFICATION OF THE 
APPLICATION (lnLCI.6) 



TECHNICAL FIELDS 
SEARCHED (lnt.CI.6) 



Place of search 

MUNICH 



Daie yf completion of the search 

26 November 1999 



Examiner 

Aupiais, B 



CATEGORY OF CITED DOCUMENTS 

X : particularly relevant if taken alone 

Y : particularly relevant if combined with another 

document of the same category 
A : technological bacKground 
O : non-written disclosure 
P : intermediate document 



T : theory or principle underlying the invention 
E : earlier patent document, but published on, or 

after the filing date 
D : document cited in the application 
L : document cited tor other reasons 

& : member of the same patent family, corresponding 
document 



BNSDOCID: <EP_0844513A3J^> 



4 



0 



> 




EP 0 644 513 A3 





European Patent 
Office 



LACK OF UNITY OF INVENTION 
SHEET B 



EP 94 30 6564 



Application Number 



The Search Division considers that the present European patent application does not comply with the 
requirements of unity of invention and relates to several inventions or groups of inventions, namely: 

1. Claims: 1-6 

Smartcard with an operating system that allows different 
service providers to coexist on the smartcard and method 
for remote installation of a service provider on the 
smartcard. 



2. Claims: 7-13 

Method for a party to communicate with a personal 
information device using mutual authentication. 



5 



BNSOOCtD: <£P_0644513A3JL> 



EP 0 644 513 A3 




European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application Number 

EP 94 30 6564 



Category 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Citation of ciocument with indication, where appropriate, 
of relevant passages 



Relevant 
to claim 



CLASSIFICATION OF THE 
APPLICATION (IntCLS) 



EP 0 440 158 A (TOKYO SHIBAURA ELECTRIC 
CO) 7 August 1991 (1991-08-07) 

* column 1, line 1 - column 1, line 16 * 

* column 4, line 8 - column 6, line 8 * 

NEUMAN B C ET AL: "A NOTE ON THE USE OF 
TIMESTAMPS AS NONCES" 

OPERATING SYSTEMS REVIEW (SIG0PS),US, ACM 

HEADQUARTER. NEW YORK, 

vol. 27 s no. 2, page 10-14 XP000360298 

* page 11, line 1/ - page 12, line 23 * 

FR 2 417 141 A (TRAVAUX INDLS POUR 
ELECTRICITE) 7 September 1979 (1979-09-07) 

* page 5, line 17 - page 6, line 17 * 

* page 7, line 7 - page 7, line 21 * 

* page 9, line 6 - page 9, line 11 * 

W0 83 03018 A (ERICSSON TELEF0N AB L M) 
1 September 1983 (1983-09-01) 

* page 6, line 18 - page 8, line 31 * 

* page 12, line 1 - page 14, line 24 * 



7,10 



7,8, 
10-13 



TECHNICAL FIELDS 
SEARCHED (int.Cl.6) 



The present search report has been drawn up tor all claims 



Plaoe of searsh 

MUNICH 



Dale of oompleiion of tne search 

26 November 1999 



Examiner 

Aupials, B 



CATEGORY OF CITED DOCUMENTS 



X : part icu larty relevant if taken alone 

Y : particularly relevant if combined with another 

document of the same category 
A : technological background 
O : non-written disclosure 
P : intermediate document 



T : theory or principle underlying the Invention 
E : earlier patent documeni, but published on. or 

after the filing date 
D : document cited in the application 
L : document cited for other reasons 

& : member of the same patent family, corresponding 
document 



BNSDOCID: <EP_0844513A3J^ 



6 




ANNEX TO THE EUROPEAN SEARCH REPORT 

ON EUROPEAN PATENT APPLICATION NO. EP 94 30 6564 



This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report. 
The members are as contained in the European Patent Office EDP file on 

The European Patent Office is in no way liable for these particulars which are merely given for the purpose of information. 

26-11-1999 



s 



Patent document 




Publication 




Patent family 




Publication 


cited in searcn report 




date 




member(s) 




date 


US 4928001 


A 


22-05-1990 


JP 


63231692 


A 


97-09-1 Q88 
ci \jy 17 oo 








DF 


3809028 

JOU7ULO 


A 

n 


cy u7 1700 








FR 


261 2667 


A 

n 


7^-HQ-l OBfi 
to Uy— l7oS 


FR 2667714 


A 

r\ 


1 0-04-1 QQ9 


PA 




A 


1 (\—C\A — 1 QQ9 
1U— U4 — 177£ 








rp 
c r 




A 

M 










WO 


9206451 


A 


16-04-1992 








JP 


6502032 


T 


03-03-1994 


FR 2673476 


A 




OF 
Lit 


AQ9flC4oc 


u 










nF 




T 

1 


t i**uj- iyyo 








EP 


0589884 


A 


06-04-1994 








ES 


2082451 


T 


16-03-1996 








wu 


Q91 9.O90 


A 

M 


n*; no ioqo 
UD-uo-iyy^ 








ip 

Jr 


OdUhoOc. 


T 

1 


no i qqa 








IK 


D*+ / JOy U 


A 

A 


nc.i O 1 QQC 


Lr UjOjUUD 


A 

M 


1 K-09— 1 QQ4 


IP 


9cn.9QQd 


D 


^y-ub-iyyo 








IP 


ftoftop^t; 

OUDUc 


A 


us~uo~iyy4 








IP 
u r 


A 1 "11 c i 7 


A 

M 


1 QQA 

io— UD~iyy** 








DE 


69320900 


D 


15-10-1998 








DE 


69320900 


T 


28-01-1999 








IfP 


y / UD040 


D 
D 


9Q — Q07 

^y— u £ *-*iyy / 












A 
M 


1 OQC 




A 
n 


oi _n^— ioqc 


lie. 




A 

M 


1 C_n7_1 QQ7 












A 

M 


A4— H7— 1 QQC 








r a 


oil 74^n 


A 
M 


90—09 1 QQC 








jp 


7182426 


A 


21-07-1997 


US 4816653 


A 


28-03-1989 


AT 


78616 


T 


15-08-1992 








CA 


1287919 


A 


20-08-1991 








DE 


3780571 


A 


27-08-1992 








EP 


0267259 


A 


18-05-1988 








JP 


8033912 


B 


29-03-1996 








JP 


63503335 


T 


02-12-1988 








WO 


8707061 


A 


19-11-1987 








US 


4882474 


A 


21-11-1989 


EP 0548967 


A 


30-06-1993 


DE 


4142964 


A 


01-07-1993 








AT 


172565 


T 


15-11-1998 








DE 


59209537 


D 


26-11-1998 








ES 


2121811 


T 


16-12-1998 








JP 


5274493 


A 


22-10-1993 








SG 


43321 


A 


17-10-1997 








US 


5317637 


A 


31-05-1994 



u For more detail about this annex : see Official Journal of the European Patent Office. No. 1 2/82 



BNSDOCID: <£P_0S4451 3A3J_> 



7 



EP0 644 513 A3 




ANNEX TO THE EUROPEAN SEARCH REPORT 
ON EUROPEAN PATENT APPLICATION NO. 



EP 94 30 6564 



This annex lists the patent family members relating to the patent documents cited in the above-mentioned European search report 
The members are as contained in the European Patent Office EDP file on 

The European Patent Office is In no way liable for these particulars which are merely given for the purpose of information. 

26-11-1999 



Patent document 
cited in search report 



Publication 
date 



Patent family 
member(s) 



Publication 
date 



EP 


0552392 

\J *J C >J J t_ 


A 


to 


-07- 




AT 
n 1 


136139 


T 
















nr 

UL 


59205856 


D 


n*3 nc i one 














r c 
LO 


2084846 


T 


io-ub-iyyo 


EP 


0505302 


A 


23- 


-09- 


-1992 


US 


5148479 


A 


1 HQ— 1 009 














CA 


2059172 A,C 


21-09-1992 














DE 


69213062 


D 


02-10-1996 














DE 


69213062 


T 


13-03-1997 














OP 


2823103 


B 


11-11-1998 














JP 


7170257 


A 


04-07-1995 


EP 


0440158 


A 


07- 


-08- 


•1991 


JP 


3224080 


A 


03-10-1991 














JP 


3224083 


A 


03-10-1991 














DE 


69127560 


D 


16-10-1997 














DE 


69127560 


T 


23-04-1998 














US 


5225664 


A 


06-07-1993 


FR 


2417141 


A 


07- 


-09- 


1979 


NONE 








WO 


8303018 


A 


01- 


-09- 


-1983 


DK 


487983 


A 


24-10-1983 














EP 


0101711 


A 


07-03-1984 














ES 


520060 


A 


16-03-1984 














FI 


833882 


A 


24-10-1983 














JP 


59500292 


T 


23-02-1984 














NO 


833890 


A 


25-10-1983 



w For more details about this annex : see Official Journal Df the European Patent Office, No. 1 2/82 



BNSDOCID: <EP_0644513A3_U> 



8 



